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PILOT INFORMATION 
 
              
            LOCATION: 2 MILES WEST OF CITY 
              
            NAME: HAYWARD AIRPORT  
              
            TELEPHONE: 510-293-8678 
            Airport Office  
            FAX: 510-783-4556 
              
            UTC: UTC-8(-7DT) 
              
            COORDINATES: LAT. N37-39.56; 
            LONG. W122-07.34 
              
            ELEVATION: 47' MSL 
              
            CHARTS: SAN FRANCISCO; H2A L-2F 
              
            AIRSPACE: CLASS D - Service 1500-0500Z* - Other times CLASS G 
              
            MAG. VAR.: 16° EASTERLY DECLINATION 
              
            NAVAIDS: OAK VORTAC W-116.8 113° @ 6.3 
              
            AIRFIELD HOURS OF OPERATION: 24 hrs 
              
            TOWER HOURS OF OPERATION: 0700-2100L 
            (1500-0500Z*) 
              
            COMMUNICATIONS FREQ: TWR 120.2 and 118.9 (1500-0500Z*)  
            GRD 121.4  
            CLNC DEL 128.05  
            BAY APP CONTROL (RADAR): 124.4 or 134.5  
            BAY DEP CONTROL (RADAR): 124.4  
            BAY APP. 127.0 North Bay, 134.4 South East  
            UNICOM 122.95  
            CTAF 120.2 
              
* Symbol indicates that during periods of Daylight Saving Time, effective hours will be one 
hour earlier than shown. 
              
           



Page 2 of 2 

PILOT INFORMATION - continued 
 
 
 RUNWAYS: Parallel Runways: 10L-28R and 10R-28L  
            When tower closed Runway 10L-28R CLOSED.  
            When tower closed REIL Runway 10R-28L unavailable. Rwy 10L-28R:  
            3,107' X 75' ASPHALT, LIGHTS - MIRL, Trees at each end. TPA 850'  
            MSL. When tower closed Runway 10L-28R CLOSED. MIRL unavailable when  
            tower closed. Single-wheel weight bearing capacity, 13,000 lbs.  
            Rwy 10L: Trees  
            Rwy 28R: Right Traffic  
            Rwy 10R-28L: 5,024' X 150' ASPHALT, LIGHTS - MIRL, PCL, Trees at  
            each end .4% up East TPA 650' MSL.  
 
            30,000 lbs single-wheel weight bearing capacity. 75,000 lbs  
            dual-wheel weight bearing capacity. In addition to published runway  
            length, Runway 28L has an added 860' X 75' of asphalt available  
            prior to Rwy 28L threshhold for takeoff only.  
            Rwy 10R: RIGHT TRAFFIC. REIL, 4-BOX VASI RIGHT SIDE; GLIDE ANGLE  
            3.0° Threshhold Crossing Height 25'. Displaced threshhold 822'.  
            Trees.  
            Rwy 28L: REIL, 4-BOX VASI LEFT SIDE; GLIDE ANGLE 4.0° Threshhold  
            Crossing Height 35'. Trees.  
            Rwy 28R: PAPI; Left side of runway. 
              
            LIGHTING: Runway 10R-28L; From 2100-0700L ACTIVATE CTAF (120.20) 5  
            CLICKS IN 5 SEC, MED. INTENSITY; 7 CLICKS IN 5 SEC, HIGH INTENSITY.  
            BEACON ON FROM DUSK TO DAWN AND DURING INCLEMENT WEATHER     
            CONDITIONS  
            When tower closed REIL Runway 10R-28L unavailable. 
              
            FEES: TRANSIENT PARKING, TIEDOWN 
              
            APPROACHES: LOC/DME, VOR, VOR/DME 
              
            FSS: OAKLAND 122.5 (800) 992-7433  
            (OAK) 1-800-WX-BRIEF, NOTAM FILE - HAYWARD 
              
            FUEL: TEXACO-FLIGHTCRAFT 122.95  
            CHEVRON-HAYWARD JET CENTER/CAREER AVIATION 
              
            WEATHER: ATIS 126.7, 510-786-3988  
                          
            NOTES: RIGHT TRAFFIC RWY 10R and RWY 28R;  
            RWY 10R-28L TRAFFIC PATTERN ALL ACFT 650' MSL  
            RWY 10L-28R TRAFFIC PATTERN ALL ACFT 850' MSL  
            RWY 10L-28R CLOSED WHEN TOWER CLOSED.  
            BANNER TOWING, HELICOPTER OPS, INTENSIVE FLIGHT TRAINING 


